
PRODUCT SPECIFICATION

Slip-On Water Carts

 www.tti.com.au    |   1800 816 277Product Specification Sheet

FloodRite™ slip on water carts are proven as the contractors, councils and hire companies 
#1 choice of water cart. It is truly the professional’s choice for the applying water as part 
of road construction, dust suppression & any other application for getting water where 
you need it! The FloodRite slip on water cart can be mounted in the back of tipper trucks 
using our loading leg system, or forklifted onto a tray truck or trailer.
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FloodRite™ 8000L 
Slip-On Water Cart

 » 8,000L Heavy duty Poly Water Cartage Tank with 20 Year Warranty. Food grade 
certified & UV stabilised, fitted with site level indicator

 » Tank fitted with LiquidLocker Baffle System for safety and stability, eliminates surge

 » Heavy duty skid mount frame with forklift pockets and lifting lugs

 » Choice of Honda Petrol or Yanmar Diesel electric start engines

 » 3” 1000L/min or 1600L/min pump options

 » 3” Rear Spray Heads (centre, left, right) Magnum Or Frog options

 » Fully welded & hot dipped galvanised pipework. Easily accessible hydrant port etc

 » All units supplied wih 6m suction fill kit, to fil l back through your pump quickly 
from channel or dam

 » 3” Hydrant fil l system with funnel fil l

 » Handheld Wireless Remote Controlled. Easily switch trucks, Turn motor on/off, 
spray bar & dribble bar on/off. 

 » 20m Multi-Purpose Hose Reel with Adjustable Nozzle

 » Rotating beacon light

 » Heavy Duty Battery Isolation Switch

SPECIFICATIONS

Tank Material Polyethylene

Lid Diameter 455mm

Capacity (brim full) 8,000 Litres

Tare Weight 1,450kg

Weight (Full of Water) 9,450kg

Dimensions (L W H) 4400 x 2100 x 1990mm

Tank Warranty 25-Year

Frame Warranty 5-Year

Engine Warranty 3-Year

Pump Warranty 2-Year


